










Product Specification and Standard Options

Steel Doorset Features

Options

Single and double doorsets (equal and unequal leaves) 
Single swing
Vision panels and louvre options 
Full range of high contract quality hardware sets and
accessories

Finishes

Range of RAL polyester powder coated top coat finishes  

Specification information

CAD drawings - DXF or DWG versions

Standard Frame Profile Options

Single Rebate Double Rebate 

A B

Clamp Frame 

C

• Strong durable and impact resistant 
• Unaffected by moisture, will not warp, swell or rot
• Excellent surface finish, smooth and durable
• Prepared & reinforced to received wide range of 

ironmongery
• Inherent hygienic properties
• Reduced maintenance and lower cost of ownership
• Enhanced fire, security, acoustic and thermal 

characteristics
• Environmentally friendly - 100% recyclable

The Euromaster range has been fire tested and assessed by Warrington Fire Research Centre.

For further detailed technical information, please contact our sales team at Eurobond Doors. 

Whilst Eurobond Doors has taken every care to ensure the accuracy of information, data or
advice contained in this literature, no liability in respect of such information or advice, whether
given negligently or not, can be accepted by the company.

Eurobond Doors retains the right to amend the technical specification of any range shown,
without prior notice.

Tel: 029 20 36 11 11
Fax: 029 20 36 22 22

Eurobond Doors
Wentloog Corporate Park
Cardiff 
CF3 2ER

Euromaster Performance Doorsets - 
General Purpose, Fire Rated, Fire Escape

FD - Fire Door Range

Knock-down
butt joint
frame
assembly

1.2mm thick
zintec coated
steel

44mm leaf
thickness

Threshold option

1.2mm
thick zintec
steel door
skins

High
contract
quality
ironmongery
fittings

Heavy duty
flush hinges

Doorset Fire resistance Maximum Maximum Maximum
Configuration (minutes) Height (mm) Width (mm) Area (m2)

Single-acting, 240 2653 1342 3.09
double leaf

Single-acting, 120 2985 1509 3.46
double-leaf

Single-acting 60 2985 1509 3.46

98mm 144mm




